" Midland’

Swiss Quality Oil.

» I HF* TRACTOR HYDRAULIC FLUID

MIDLAND ,, THF*“ TRACTOR HYDRAULIC FLUID e 6a3upano Ha
napaduH Maciio ¢ MHOXECTBO MPHUJIOXKEHHS, KOETO MoKe O0e3mpoOiieMHO Ja
Obae ynmoTpeOsBaHO KaTO XWIPABIUYHO WM MAclo 3a MpeaaBaTelIHaTa KyTHS
IpU BCUYKU BHJIOBE CEIICKOCTOMAHCKH MAaIMHU. MHOTO MOAXOASII0 U 3a
arperaTtv ¢ MOKpHY CITUPAYKH M YIIPaBIECHUE ChC 3aHO 3aIBUKBAHE.

KAYECTBA U IIPEAUMCTBA

% MyJITH(QYHKIMOHATHO MAclO 33 XMAPABIMYHHM CHCTEMH, TPAHCMUCHU U
MOKPH CIHPAYKU

% OCHTYpsBa OTJIMYEH KOHTPOJ BbPXY CIIUPAUYKUTE
OTJINYHA MIOHOCUMOCT KbM BOJIa U (DpUIITpaIus

% ocurypspa 6e3mpo6aeMHa paboTa IPU BUCOKM TEMIIEPATypH U OKCHAAIINS

% OTIMYHA 3alIUTa CPElly U3HOCBaHE, KOpo3us, 0OpasyBaHe Ha IsHA, JOPH
MIPU EKCTPEMHHU HATOBApPBaHUS



CIIEHNDUKAIINU

AGCO Powerfluid 821XL

Allison C-3, C-4

API GL-4

Case MS 1206 (Hy-Tran/IH-B6), 1207 (Hy-Tran Plus), 1209 (Hy-Tran Ultra)
Case New Holland CNH MAT 3505, 3506, 3509, 3525
Caterpillar TO-2

Deutz Allis

Fendt

Fiat

Ford M2C86-B, M2C86-C

Ford New Holland FNHA-2-C-200.00, FNHA-2-C-201.00
John Deere JDM J20C, J20D

Landini

Massey Ferguson CMS M1135, M1141, M1143, M1145
Renault

Same

Volvo VCE

Properties Unit | Value
Viscosity SAE - 80w
Color - brown

Viscosity @ 40°C | ¢St 67.5
Viscosity @ 100°C | ¢St 11

Viscosity index - 154
Density @ 15°C ka/l 0.87
Pour Point °C -36
Flash Point °C 220




OITAKOBKHA

Koda 257.
Bapen 54 kr. /61 nutpal
Bapen 180 xr. /204 nutpal

OCOBEHHU YKA3ZAHUA
3arutaxa 3a BojaTa u nounarta. J[a ce nmpenmnaspa oT JOMUP € OUUTE U Koxkara. [la

CC U3XBBbPJIA KAaTO CIICOUAICH OTIIaAbK. M3noa3Bano macio BOAH OO 3a00JIsIBaHe
Ha KO’XKarTta.
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